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MILITARY SPECIFICATION StiEET

S’AITCHES, DIJAL IN-LINE PACKAGE (DIP), SLIDE ACTUATOR, SIIJGLE p~LE,
SINGLE THROki STATIONS, OPEN BASE

This specification is approved for use by all Depart-
ments and Aaencies of thr Department n+ Defense.

The complete requirements for acquiring the switches described herein shall
consist of this specification sheet ~nd the latest issue of MIL-S-83504.
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FIGLRE 1. Dimensions and configur~tion.—

oA denotes change
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INCHES
.003
.005
.012
.015
.020
.021
.030
.040
.045
.055
.065

MM
.08
.13
.30
.38
.51
.53
.76

1.02
1.14
1.40
1.65

INCHES
.067
.085
.090
.100
.160
.230
,290
.300
.340
.370
,405

MM
1.70
2.16
2.29
2.54
4.60
5.84
7,37
7.62
8.64
9.40
10.29

MM?
TWICAL CONTACT CIRCUIT ARRANGEMENT 12 POSITION SWITCH

(CONTACTS SHOWN IN OPEN POSITION )

NOTES:

1. Dimensions are in inches.
2. Metric equivalents are given for gellerel infor~l~tion OnlY and are bfl~Qd

upon 1.00 inch = 25.4 mm.
3. Each switch station IS shown in the “OFF” position. Contillulty is e~tdblj~hed

(swftch is turned “(M”) when the slide ac:uJtor IS toward the station identification
number.

4. Exact shape of switch is optional provided outline dimensions ~re not exceeded.
5. Each swftch position shall be nuybered as shown.
6, Design of terminals and standoffs are optional.

r:f;u?[ 1, C!imensions and configuration - Continues.———— —. —— ——.—
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MIL-S-83504/3A

EMENTS:

erial:

Body and slide actuator: Molded plastic.

Terminal finish: Gold or solder able. Both gold and solderable must meet
soloeraoility requirements. See tabie 1.

ensions and configuration: See figure 1 and table I.

Base: Open.

tch position and setting identification: See figure 1.

entation: See figure 1.

rating force: 3-32 ounces.

ctrical rdtinqs: 10 mA maximum at 50 mV, switching (resistive load).
100 mA maximum at 6 Vdc, switching (resistive load).
25 mA maximum at 24 Vdc, switching (resistive load).

lication note: In applications where the switch will mate with sockets or
h panel boards, the user should consider the compatibility of the mating
minals with respect to finished and mechanical configurations.

t number: M83504/03- (dash number from table I).

TABLE I. Dash numbers and characteristics.—— ——.—
—

i
1 I 1

Dash number I Number I Dimension I
I I of

Gold
~“A” inches (mm) I

I Solderable stations I
I I I I I

I 001 I 021 I 1 I .280 (7.11) i
I 002 022 I 2 I 280 (7.11) ~
I 003 / 023 I 3 I
I

:380 (9.65)
004 I 024 I 4 I .480 (12.19) I

I 005 I 025 I 5 580 (14.73) I
006 I 026 I 6 ! :680 (17.27) I

; 007 I 027 i ! 780 (19.81! I
1 008 I 028 I : I :880 (22.35) I
I 009 I 029 I 9 I .980 (24.89) I
i 010 I 030 I 10 I 1.080 (27.43) I
I 011 I 031 I 11 I 1.180 (29.97) I
I 012 I 032 I 12 I 1.280 (32.51) ~
I I I I—.-. -— ——.—.—

ians: Preparing activity:
- ER Air Force - 85
- EC

Force - 85 (Project 5930-1133-3)

activities:
- AV
- As

Force - 11, 99
- ES
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